






A A

4100-0101-CE 4100-0103-CE 4100-0106-CE

4100-0108-CE2430-0102-CE

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
2807 	 2" Over Travel [50.8 mm] 	 100 lbs. [45 kg] 	  	 .38" [9.6 mm] 	 16" 	 Latch 	 -	 Out	 10"–30" [254–762 mm]
2907 	 2" Over Travel [50.8 mm] 	 115 lbs. [52 kg] 	 • 	 .38" [9.6 mm] 	 16" 	 Lever 	 -	 Out	 12"–30" [305–762 mm]
2907WB 	 2" Over Travel [50.8 mm] 	 120 lbs. [54 kg] 	 •	 .38" [9.6 mm] 	 16" 	 Lever 	 - 	 Out	 22", 24", 26" [584–686 mm]
3507 	 2" Over Travel [50.8 mm] 	 200 lbs. [91 kg] 	 • 	 .50" [12.7 mm] 	 16" 	 Latch 	 -	 Out	 16"–30" [406–762 mm]

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
2601 	 Full Extension 	 75 lbs. [34 kg] 		  .50" [12.7 mm] 	 16" 	 None 	 Hold-in	 -	 8"–22" [200–550 mm] 
3732 	 Full Extension 	 100 lbs. [45 kg] 	 • 	 .50" [12.7 mm] 	 16" 	 Push Latch 	 Hold-in	 -	 12"–28" [300–700 mm]
3832†	 Full Extension 	 100 lbs. [45 kg] 	 • 	 .50" [12.7 mm] 	 16" 	 Lever 	 Hold-in	 -	 6"–28" [148–700 mm]*
0363	 Full Extension	 100 lbs. [45 kg] 	 •	 .85" [21.6 mm]	 -	 None	 Center	 -	 16", 20", 24", 28" [400, 500, 600, 700 mm]		
201** 	 3/4 Extension 	 108 lbs. [49 kg] 		  .38" [9.6 mm] 	 16" 	 None 	 Hold-in	 -	 12"–28" [305–711 mm]

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
204A-LR** 	 3/4 Extension 	 140 lbs. [64 kg] 	 • 	 .38" [9.6 mm] 	 16" 	 Latch 	 -	 Out 	 12"–28" [305–711 mm]
305A-LR**	 .88" Over Travel [22.4 mm] 	 140 lbs. [64 kg] 	 • 	 .75" [19.1 mm] 	 16"  	 Latch 	 -	 Out 	 12"–28" [305–711 mm]
3301**	 1" Over Travel [25.4 mm] 	 150 lbs. [68 kg] 		  .50" [12.7 mm] 	 16"  	 None 	 -	 -	 12"–28" [305–711 mm]
3307** 	 1" Over Travel [25.4 mm] 	 150 lbs. [68 kg] 	 • 	 .50" [12.7 mm] 	 16"  	 Latch 	 -	 Out 	 12"–30" [305–762 mm]
3308** 	 1" Over Travel [25.4 mm] 	 150 lbs. [68 kg] 		  .50" [12.7 mm] 	 16" 	 Lever 		  In and Out 	 12"–28" [305–711 mm]
301-2590 	 .83" Over Travel [21.1 mm] 	 155 lbs. [70 kg] 	 • 	 .75" [19.1 mm] 	 16"	 None	 Hold-in	 -	 12"–28" [305–711 mm]

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
301** 	 .88" Over Travel [22.4 mm] 	 175 lbs. [80 kg] 	 • 	 .75" [19.1 mm] 	 16" 	 None 	 -	 -	 12"–28" [305–711 mm]
3601** 	 1" Over Travel [25.4 mm] 	 255 lbs. [116 kg] 	 • 	 .75" [19.1 mm] 	 16" 	 None 	 Hold-in 	 -	 12"–28" [305–711 mm]
3600 	 Full Extension 	 273 lbs. [124 kg] 	 • 	 .75" [19.1 mm] 	 16" 	 None 	 Hold-in 	 -	 12"–28" [305–711 mm]
3607** 	 Full Extension 	 273 lbs. [124 kg] 	 • 	 .75" [19.1 mm] 	 16"	 Lever 	 -	 Out	 12"–28" [305–711 mm]
9301 	 Full Extension		  •	 .75" [19.1 mm]		  None	 Hold-in	 -	 10"–36", 40", 42", 44" 48", 60"  
	 Flat Mount¢		  150 lbs. [68 kg]			   32"				    [254–914, 1016, 1066, 1118, 1219, 1524 mm]
	 Mobile/Vehicular Applications (side mount)¢	 300 lbs. [136 kg]			   32"
	 Frequent Use (side mount)	 400 lbs. [181 kg]			   42"
	 Moderate Use (side mount)	 500 lbs. [227 kg]			   18"
9307/9308 	 Full Extension		  9308 only	 .75" [19.1 mm]		  None	 -	 Out/In+Out	 12"–36", 40", 42", 48", 60" [305–914, 1016, 1066, 1219, 1524 mm]
	 Mobile/Vehicular Applications (side mount)¢	 300 lbs. [136 kg]			   32"
	 Frequent Use (side mount)	 400 lbs. [181 kg]			   42"
	 Moderate Use (side mount)	 500 lbs. [227 kg]			   18"
AL4140	 Full Extension	 882 lbs. [400 kg]		  1.50" [38 mm]	 24"	 None	 -	 -	 16", 20", 24' ,28", 32", 36", 40", 44",48" [400–1200 mm]ª 	
AL4120	 3/4 Extension	 966 lbs. [438 kg]		  1.42" [36 mm]	 24"	 None	 -	 -	 16", 20", 24' ,28", 32", 36", 40", 44",48" [400–1200 mm]ª		
				  
Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
Ascent CBLift-0019	 21" [538 mm]	 14.5 lbs. [6.6 kg]		  -	 -	 None	 -	 -	 -
115–Linear Motion	 Length of outer member	 Flat mount: 132 lbs. [60 kg]	 •	 .43" [11.1 mm]	 -	 None	 -	 -	 12"–28", 32", 36", 40" [305–711, 813, 914, 1016 mm] 
			   Side Mount: 110 lbs. [50 kg]
SS2028	 3/4 Extension	 100 lbs. [45 kg]		  .38" [9.6 mm]	 18"	 None	 Hold-in	 -	 12"–28" [300–700 mm]ª
SS0330	 Full Extension	 143 lbs. [65 kg]		  .75" [19.1 mm]	 18"	 None	 Hold-in	 -	 12"–24", 28" [300–600, 700 mm]ª
SS5322	 Over Travel	 265 lbs. [120 kg]		  .81" [20.6 mm]	 18"	 Bracket	 Hold-in	 -	 12"–24", 28", 31" [300–600, 700, 790 mm]ª
SS5321	 1" Over Travel [25.4 mm]	 352 lbs. [160 kg]		  .75" [19.1 mm]	 18"	 None	 Hold-in	 -	 12"–24", 28", 31" [300–600, 700, 790 mm]ª

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
2120	 3/4 Extension	 75 lbs. [34 kg]		  .50" [12.7 mm]	 16"	 Lever	 Hold-in	 -	 12"–28" [305–700 mm]
3820	 Full Extension	 100 lbs. [45 kg]		  .50" [12.7 mm]	 16"	 Lever	 Hold-in	 -	 12"–28" [305–700 mm]	
3320	 Full Extension	 120 lbs. [55 kg]		  .50" [12.7 mm]	 24"	 None	 Hold-in	 -	 12"–28" [305–711 mm]	
3620	 1" Over Travel [25.4 mm] 	 200 lbs. [91 kg]		  .75" [19.1 mm]	 42"	 None	 Hold-in	 -	 14"–28" [356–711 mm]
9328/9322∞ 	 Full Extension	 300 lbs. [136 kg] 	 12"–16" 	 .75" [19.1 mm] 	 32" 	 None 	 -	 In and Out	 10"–36", 40", 42", 48", 60" [254–914,1016, 1067, 1219, 1524 mm]
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Industrial & Electromechanical Slide Products

	 †	 Options: TR/HDTR=Touch Release, Heavy-Duty Touch Release; HDSC=Heavy-Duty Self-Closing; CH=Weather Resistant, AA=Action-Assist™, EC=Easy-Close, DO=Detent Out.  
		  No QuickShip for CH, DO, AA, and HDSC.
	 *	 Lengths vary by option. See www.accuride.com for available lengths.	                           
	 ** 	 May be mounted in an electronic enclosure using optional bracket kit.

	 ª	 Note: Inches indicated are approximate conversions. See technical sheet for exact dimensions.
	 ¢	 Load rating based on 10,000 cycle test. 
	 ∞	 9322 is the non-locking companion slide to model 9328.

• 	 Simplifies installation and adjustment of Accuride slides 
 	 in EIA/RETMA enclosures 
•	 Easier than individual nuts when access to the  
	 slide mounting bracket is limited 
• 	 Order 4 bar nuts per pair of slides

The following dimensions apply to all bar nuts:
	 Thickness of bar nut:	 .13 [3.2]
	 Width of bar nut:	 .38 [9.6]
	 Mounting holes:	 #10–32 thread
	 Mounting holes/ 
	 center to edge:	 .14 [3.6]

Bar Nuts

SHORT BRACKET		         LONG BRACKET			   4-HOLE		  3-HOLE		      2-HOLE

Bracket Kit Part Numbers
Models 201, 204A-LR, 301: P/N 4180-0222-XE
Model 305A-LR: P/N 4180-0223-XE
Model 3507: P/N 4180-0480-XE

Models 3301, 3307, 3308: P/N 4180-0219-XE
Model 3601, 3607: P/N 4180-0220-XE

Model Numbers	 A	 A	B	B	B	    C	 D	E	  F	
	 Short	 Long	 4 Hole	 3 Hole	 2 Hole

201, 204A-LR, 301	 4.51	 11.01	 2.50	 1.65	 1.51	 .72	 .29	 .66	 .60
	 [114.6]	 [279.7]	 [63.5]	 [41.9]	 [38.4]	 [18.3]	 [7.4]	 [18.8]	 [15.2]
 
305A-LR	 4.31	 10.81	 2.50	 1.65	 1.51	 .78	 .29	 .72	 .60		
	 [109.5]	 [274.6]	 [63.5]	 [41.9]	 [38.4]	 [19.8]	 [7.4]	 [18.3]	 [15.2]	
3301, 3307, 3308	 4.51	 11.01	 2.50	 1.75	 1.75	 .72	 .29	 .55	 .60		
	 [114.6]	 [279.7]	 [63.5]	 [44.5]	 [44.5]	 [18.3]	 [7.4]	 [14.0]	 [15.2]	
3601, 3607	 4.74	 11.00	 2.50			   .72	 .29	 .51	 .60		
	 [120.4]	 [279.4]	 [63.5]			   [18.3]	 [7.4]	 [13.0]	 [15.2]

Rack Mounting Brackets

•	 See Rack Mounting Accessories Selection Guide at www.accuride.com for ordering part numbers.
•	 Brackets shown below are for Models 201/204A-LR/301 and are shown for representation only.



A A

4100-0101-CE 4100-0103-CE 4100-0106-CE

4100-0108-CE2430-0102-CE

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
2807 	 2" Over Travel [50.8 mm] 	 100 lbs. [45 kg] 	  	 .38" [9.6 mm] 	 16" 	 Latch 	 -	 Out	 10"–30" [254–762 mm]
2907 	 2" Over Travel [50.8 mm] 	 115 lbs. [52 kg] 	 • 	 .38" [9.6 mm] 	 16" 	 Lever 	 -	 Out	 12"–30" [305–762 mm]
2907WB 	 2" Over Travel [50.8 mm] 	 120 lbs. [54 kg] 	 •	 .38" [9.6 mm] 	 16" 	 Lever 	 - 	 Out	 22", 24", 26" [584–686 mm]
3507 	 2" Over Travel [50.8 mm] 	 200 lbs. [91 kg] 	 • 	 .50" [12.7 mm] 	 16" 	 Latch 	 -	 Out	 16"–30" [406–762 mm]

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
2601 	 Full Extension 	 75 lbs. [34 kg] 		  .50" [12.7 mm] 	 16" 	 None 	 Hold-in	 -	 8"–22" [200–550 mm] 
3732 	 Full Extension 	 100 lbs. [45 kg] 	 • 	 .50" [12.7 mm] 	 16" 	 Push Latch 	 Hold-in	 -	 12"–28" [300–700 mm]
3832†	 Full Extension 	 100 lbs. [45 kg] 	 • 	 .50" [12.7 mm] 	 16" 	 Lever 	 Hold-in	 -	 6"–28" [148–700 mm]*
0363	 Full Extension	 100 lbs. [45 kg] 	 •	 .85" [21.6 mm]	 -	 None	 Center	 -	 16", 20", 24", 28" [400, 500, 600, 700 mm]		
201** 	 3/4 Extension 	 108 lbs. [49 kg] 		  .38" [9.6 mm] 	 16" 	 None 	 Hold-in	 -	 12"–28" [305–711 mm]

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
204A-LR** 	 3/4 Extension 	 140 lbs. [64 kg] 	 • 	 .38" [9.6 mm] 	 16" 	 Latch 	 -	 Out 	 12"–28" [305–711 mm]
305A-LR**	 .88" Over Travel [22.4 mm] 	 140 lbs. [64 kg] 	 • 	 .75" [19.1 mm] 	 16"  	 Latch 	 -	 Out 	 12"–28" [305–711 mm]
3301**	 1" Over Travel [25.4 mm] 	 150 lbs. [68 kg] 		  .50" [12.7 mm] 	 16"  	 None 	 -	 -	 12"–28" [305–711 mm]
3307** 	 1" Over Travel [25.4 mm] 	 150 lbs. [68 kg] 	 • 	 .50" [12.7 mm] 	 16"  	 Latch 	 -	 Out 	 12"–30" [305–762 mm]
3308** 	 1" Over Travel [25.4 mm] 	 150 lbs. [68 kg] 		  .50" [12.7 mm] 	 16" 	 Lever 		  In and Out 	 12"–28" [305–711 mm]
301-2590 	 .83" Over Travel [21.1 mm] 	 155 lbs. [70 kg] 	 • 	 .75" [19.1 mm] 	 16"	 None	 Hold-in	 -	 12"–28" [305–711 mm]

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
301** 	 .88" Over Travel [22.4 mm] 	 175 lbs. [80 kg] 	 • 	 .75" [19.1 mm] 	 16" 	 None 	 -	 -	 12"–28" [305–711 mm]
3601** 	 1" Over Travel [25.4 mm] 	 255 lbs. [116 kg] 	 • 	 .75" [19.1 mm] 	 16" 	 None 	 Hold-in 	 -	 12"–28" [305–711 mm]
3600 	 Full Extension 	 273 lbs. [124 kg] 	 • 	 .75" [19.1 mm] 	 16" 	 None 	 Hold-in 	 -	 12"–28" [305–711 mm]
3607** 	 Full Extension 	 273 lbs. [124 kg] 	 • 	 .75" [19.1 mm] 	 16"	 Lever 	 -	 Out	 12"–28" [305–711 mm]
9301 	 Full Extension		  •	 .75" [19.1 mm]		  None	 Hold-in	 -	 10"–36", 40", 42", 44" 48", 60"  
	 Flat Mount¢		  150 lbs. [68 kg]			   32"				    [254–914, 1016, 1066, 1118, 1219, 1524 mm]
	 Mobile/Vehicular Applications (side mount)¢	 300 lbs. [136 kg]			   32"
	 Frequent Use (side mount)	 400 lbs. [181 kg]			   42"
	 Moderate Use (side mount)	 500 lbs. [227 kg]			   18"
9307/9308 	 Full Extension		  9308 only	 .75" [19.1 mm]		  None	 -	 Out/In+Out	 12"–36", 40", 42", 48", 60" [305–914, 1016, 1066, 1219, 1524 mm]
	 Mobile/Vehicular Applications (side mount)¢	 300 lbs. [136 kg]			   32"
	 Frequent Use (side mount)	 400 lbs. [181 kg]			   42"
	 Moderate Use (side mount)	 500 lbs. [227 kg]			   18"
AL4140	 Full Extension	 882 lbs. [400 kg]		  1.50" [38 mm]	 24"	 None	 -	 -	 16", 20", 24' ,28", 32", 36", 40", 44",48" [400–1200 mm]ª 	
AL4120	 3/4 Extension	 966 lbs. [438 kg]		  1.42" [36 mm]	 24"	 None	 -	 -	 16", 20", 24' ,28", 32", 36", 40", 44",48" [400–1200 mm]ª		
				  
Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
Ascent CBLift-0019	 21" [538 mm]	 14.5 lbs. [6.6 kg]		  -	 -	 None	 -	 -	 -
115–Linear Motion	 Length of outer member	 Flat mount: 132 lbs. [60 kg]	 •	 .43" [11.1 mm]	 -	 None	 -	 -	 12"–28", 32", 36", 40" [305–711, 813, 914, 1016 mm] 
			   Side Mount: 110 lbs. [50 kg]
SS2028	 3/4 Extension	 100 lbs. [45 kg]		  .38" [9.6 mm]	 18"	 None	 Hold-in	 -	 12"–28" [300–700 mm]ª
SS0330	 Full Extension	 143 lbs. [65 kg]		  .75" [19.1 mm]	 18"	 None	 Hold-in	 -	 12"–24", 28" [300–600, 700 mm]ª
SS5322	 Over Travel	 265 lbs. [120 kg]		  .81" [20.6 mm]	 18"	 Bracket	 Hold-in	 -	 12"–24", 28", 31" [300–600, 700, 790 mm]ª
SS5321	 1" Over Travel [25.4 mm]	 352 lbs. [160 kg]		  .75" [19.1 mm]	 18"	 None	 Hold-in	 -	 12"–24", 28", 31" [300–600, 700, 790 mm]ª

Model	 Extension	 Load Rating	 QuickShip	 Side Space	 Tested Dwr. Width	 Disconnect	 Detent	 Lock	 Lengths	
2120	 3/4 Extension	 75 lbs. [34 kg]		  .50" [12.7 mm]	 16"	 Lever	 Hold-in	 -	 12"–28" [305–700 mm]
3820	 Full Extension	 100 lbs. [45 kg]		  .50" [12.7 mm]	 16"	 Lever	 Hold-in	 -	 12"–28" [305–700 mm]	
3320	 Full Extension	 120 lbs. [55 kg]		  .50" [12.7 mm]	 24"	 None	 Hold-in	 -	 12"–28" [305–711 mm]	
3620	 1" Over Travel [25.4 mm] 	 200 lbs. [91 kg]		  .75" [19.1 mm]	 42"	 None	 Hold-in	 -	 14"–28" [356–711 mm]
9328/9322∞ 	 Full Extension	 300 lbs. [136 kg] 	 12"–16" 	 .75" [19.1 mm] 	 32" 	 None 	 -	 In and Out	 10"–36", 40", 42", 48", 60" [254–914,1016, 1067, 1219, 1524 mm]
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Industrial & Electromechanical Slide Products

	 †	 Options: TR/HDTR=Touch Release, Heavy-Duty Touch Release; HDSC=Heavy-Duty Self-Closing; CH=Weather Resistant, AA=Action-Assist™, EC=Easy-Close, DO=Detent Out.  
		  No QuickShip for CH, DO, AA, and HDSC.
	 *	 Lengths vary by option. See www.accuride.com for available lengths.	                           
	 ** 	 May be mounted in an electronic enclosure using optional bracket kit.

	 ª	 Note: Inches indicated are approximate conversions. See technical sheet for exact dimensions.
	 ¢	 Load rating based on 10,000 cycle test. 
	 ∞	 9322 is the non-locking companion slide to model 9328.

• 	 Simplifies installation and adjustment of Accuride slides 
 	 in EIA/RETMA enclosures 
•	 Easier than individual nuts when access to the  
	 slide mounting bracket is limited 
• 	 Order 4 bar nuts per pair of slides

The following dimensions apply to all bar nuts:
	 Thickness of bar nut:	 .13 [3.2]
	 Width of bar nut:	 .38 [9.6]
	 Mounting holes:	 #10–32 thread
	 Mounting holes/ 
	 center to edge:	 .14 [3.6]

Bar Nuts

SHORT BRACKET		         LONG BRACKET			   4-HOLE		  3-HOLE		      2-HOLE

Bracket Kit Part Numbers
Models 201, 204A-LR, 301: P/N 4180-0222-XE
Model 305A-LR: P/N 4180-0223-XE
Model 3507: P/N 4180-0480-XE

Models 3301, 3307, 3308: P/N 4180-0219-XE
Model 3601, 3607: P/N 4180-0220-XE

Model Numbers	 A	 A	B	B	B	    C	 D	E	  F	
	 Short	 Long	 4 Hole	 3 Hole	 2 Hole

201, 204A-LR, 301	 4.51	 11.01	 2.50	 1.65	 1.51	 .72	 .29	 .66	 .60
	 [114.6]	 [279.7]	 [63.5]	 [41.9]	 [38.4]	 [18.3]	 [7.4]	 [18.8]	 [15.2]
 
305A-LR	 4.31	 10.81	 2.50	 1.65	 1.51	 .78	 .29	 .72	 .60		
	 [109.5]	 [274.6]	 [63.5]	 [41.9]	 [38.4]	 [19.8]	 [7.4]	 [18.3]	 [15.2]	
3301, 3307, 3308	 4.51	 11.01	 2.50	 1.75	 1.75	 .72	 .29	 .55	 .60		
	 [114.6]	 [279.7]	 [63.5]	 [44.5]	 [44.5]	 [18.3]	 [7.4]	 [14.0]	 [15.2]	
3601, 3607	 4.74	 11.00	 2.50			   .72	 .29	 .51	 .60		
	 [120.4]	 [279.4]	 [63.5]			   [18.3]	 [7.4]	 [13.0]	 [15.2]

Rack Mounting Brackets

•	 See Rack Mounting Accessories Selection Guide at www.accuride.com for ordering part numbers.
•	 Brackets shown below are for Models 201/204A-LR/301 and are shown for representation only.




